
280 Maple Avenue
Victor, New York 14564
Telephone: (585)924-2127
www.victorinsulators.com
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RADIO INFLUENCE VOLTAGE DATA

03-26-21

NO. IN STANDARD PACKAGE

PACKAGING INFORMATION

Victor Insulators, Inc.

kV

LB[kN]

:

IN[mm]
IN[mm]

 60 HERTZ TEST VOLTAGE TO GROUND

kV

:

µV

 PACKED WEIGHT

"F" NECK

kV

kV

TOOLING

23kV                      CAT. NO. VI 57-1

LB[kg]

1

MACH.  MAXIMUM R.I.V. @ 1000 kHz

EL LAB

ASSEM

CER LAB

MODEL

E.MEDIA

 NET WEIGHT,
45

LB[kg]

DIMENSIONS:
 LEAKAGE DISTANCE
 DRY ARCING DISTANCE

MECHANICAL VALUES:
 CANTILEVER

ELECTRICAL VALUES:
 60 HERTZ FLASHOVER-DRY
 60 HERTZ FLASHOVER-WET
 IMPULSE FLASHOVER-POS

14[355.6]
6.5[165]

2,800[12.5]

125
95
200

30
200

10.1[4.6]
13.1[5.9]

TM

MAX
MIN

DIMENSIONS IN [ ] ARE 
METRIC ALL OTHERS ARE 

ENGLISH UNITS

3/4"-10 +.015
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FERROUS METAL
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